
XID 590i

Printer Program



FIN/XID590i_USsize/E/05.2006                                                                                           Information in this document are subjected to changes without prior notice. All rights reserved Copyright 2006 Digital Identification Solutions AG, Esslingen/Germany  

www.digital-identification.com

Digital Identification Solutions AG

Teckstrasse 52

D-73734 Esslingen

Germany

Phone: +49 711 341 689 - 0

Fax:     +49 711 341 689 - 550

Email:  mail@digital-identification.com

Digital Identification Solutions Pte. Ltd.

3 Pemimpin Drive #04-02

Lip Hing Industrial Building

Singapore 576147

Phone: +65 6352 8364

Fax:     +65 6352 8365

Email:  mail@sg.digital-identification.com

Digital Identification Solutions LLC.

7001-A Pelham Road

Greenville, SC 29615

United States of America

Phone: +1 864 272 1199

Fax:     +1 770 234 5798

Email:  mail@us.digital-identification.com

Digital Identification Solutions (Branch)

316, Building, 4A East Wing 4, 

Airport Free Zone, P.O. Box 5 46 68

Dubai, United Arab Emirates

Phone: +971 4 2045 316

Fax:     +971 4 2045 319

Email:  mail@uae.digital-identification.com

Digital Identification Solutions (Beijing) Co. Ltd.

Lonsdale Center C207, No. 5 Wanhong Road

Chaoyang District, Beijing, 100015

China

Phone: +86 10 6437 4376

Fax:     +86 10 6433 1278

Email:  mail@cn.digital-identification.com

XID 590i

The EDIsecure® XID 590i is the very peak of the product family and the ideal

solution when a maximum hourly output is desired. In addition to all of the

features and options of the EDIsecure® XID 580i, the EDIsecure® XID 590i

provides  high performance functionality as:

� Advanced IPM Intelligent Printer Management

- using this feature it is possible to reach an impressive maximum hour-

ly output capacity of 840 single side, full color ID cards with connecting

up to seven EDIsecure® XID 590i printers to one PC

- this feature includes NETencoding Management which permits a PC to

route a print job and the accompanying encoding data to the correct 

printer in a network environment

� Printer Password

- optional the EDIsecure® XID 590i printer can be protected with 

a password

Investment protection

All EDIsecure® XID printers can be upgraded at a later date to provide even

more functionality. For example, start with an EDIsecure® XID 570i today and

you can upgrade to an EDIsecure® XID 580i or EDIsecure® XID 590i later,

so that you have support for encoding or lamination options that you did not

originally think you would need.

��  available ��  optional available  

* using Advanced IPM = Intelligent Printer Management

EDIsecure® XID 590i feature list

Print technology: Re-transfer

Resolution: 300 dpi

Printable area: edgeless

Printable materials: PVC, PVH, ABS, 

100 % PET and

Polycarbonate

Print speed (single-side, full-color card): up to 840 / h*

Extended card material versatility: ��

Pre-selection of 5 different card type

profiles:
��

Auto ribbon detection with automatic

parameter settings:
��

Low ribbon detection 2% before ribbon

end:
��

Extended ribbon portfolio:

YMCK

YMCKK

YMCKPO (Peel-Off)

��
��
��

Encoding (also field up-gradeable):

Magnetic Stripe

Contact Chip

Contactless Chip (RFID)

��
��
��

Preapared for LaserCard Encoding (incl.

OptiChip):
��

Faster IC Encoding: ��

Advanced chip encoding framework: ��

Enhanced RFID encoding options: ��

High performance Chip controller: �� USB or Serial

Manual card feeding: ��

Chip encoder plug-ins: ��

Lamination Options:

Inline Lamination ILU

Multiple Standard OLMs

Multiple DS OLMs

OLM-Printer communication

��
��
��
��

Faster double side lamination: ��

EIP = Enhanced Image Processing: ��

PC Interface: USB 2.0

Ethernet compliant: ��

Advanced IPM = Intelligent Printer

Management:
��

Printer Password: ��

Printer Look up tables ��

Auto Cleaning notification: ��

Enhanced Driver / GUI features: ��

Dimensions (WxHxD): 13.4” x 15” x 13.3”

Weight: 48.5 lbs
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